
 

PUENTE 
 

TYPE OF FABRIC: WOVEN FABRIC  

 

PRICE GROUP 2 
 APPLIED 

TECHNOLOGIES 
 

     

Composition 95%PES 5%CO  * OEKO-TEX – Standard 100 

     

Martindale > 100.000  * REACH COMPLIANCE 

     

Weight 500 g/m2  
Ignitability & Fire 

Protection 

EN1021 -1 BS5852: 

Part 1:1979 Ignition 

source 0 (Cigarette) – 

additional protection on 

request 
     

Pilling resistance 4    

     

Colour Fastness 5    

     

Additional Info     

 

FOR ADDITIONAL INFORMATION 
 

 Email: auftrag@sliwinski-design.com 

 

 Subject line: Marketing  

 

DETAILS & AVAILABLE COLOURS 
 

 

It is a unique material with a dense weave, which is characterized by strength and durability. Its fine, grainy 

surface with regular, repeating patterns that add elegance and depth to the depth of its origin. The structural 

structure is double, as well as solid, compatible with use and ensuring safety of use. The textile elements of PUENTE 

are its composition, which contains 5% cotton, which gives the material softness and comfort to the touch. 

Additional the PUENTE fabric, which is subject to melange, which adds depth and complexity of colors. Melange 

shades include different combinations, fabric models more diverse and available in appearance. 

 

 

 

• 3 creme 

• 6 sand 

• 16 wet sand 

• 33 moss 

• 37 forest 

  

 

• 52 orange 

• 53 gold 

• 68 red 

• 94 anthracite 

 

 

 

Care labeling  
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